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" X 8" CEDAR OR P.T. TIMBER (1/2" REVEAL)
WITH GALV. STEEL SPIKES @ 2' O.C.

2" X 3" SHELF FOR TIMBER. ATTACH TURF
BACKING TO TIMBER W/ S.S SCREWS AT 12" O.C.
-THOROUGHLY COMPACT MATERIAL AT EDGE

INFILLED SYNTHETIC TURF SYSTEM

‘REE DRAINING FINISHING STONE,
LASER GRADE ONLY

REE DRAINING BASE STONE

VARIES
SEE PLAN

EOTEXTILE FABRIC

" PERFORATED COLLECTOR
SUB-DRAIN

PRESSURE TREATED 2X4 ANCHOR TO
CONCRETE CURB W/ 1/2"@ STAINLESS
STEEL EXPANSION ANCHORS

RESILIENT SURFACING:
ASPHALT-

LOPE SUBGRADE @ 7%
[TOWARDS COLLECTOR TRENCH

EOTEXTILE FABRIC,
'OVER ENTIRE SUBGRADE

ANEL DRAIN

INFILLED SYNTHETIC TURF
SYSTEM
2" DEPTH 1/4"-3/8" CLEAN AGGREGATE

16" FLYASH UNDER ASPHALT]

6" X 12" CONC. CURB W/ TWO #4 REBAR

&"

" DEPTH 3/4" TURF AGGREGATE

" FLYASH UNDER TURF GRAVEL

o

MIN.

&"

9" PERFORATED COLLECTOR
SUB-DRA

NAILER
BOARD

‘OMPACTED SUBGRADE

TING WALL

'ONCRETE FOOTER

‘OUNDATION GRADE LUMBER OR RECYCLED
PLASTIC. ATTACH WITH S.S CONCRETE
SCREWS & WASHERS @ 18" O.C.

INFILLED SYNTHETIC TURF SYSTEM

"-THOROUGHLY COMPACTED MATERIAL AT EDGE

REE DRAINING FINISHING STONE,

LASER GRADE ONLY

EE DRAINING BASE STONE

OTEXTILE FABRIC

e T

" MIl " MIN:

WALL

'OMPACTED SUBGRADE

" PERFORATED COLLECTOR
SUB-DRAIN

INSTALL FILTER FABRIC
BELOW AGGREGATE BASE
COURSE AND AT BOTTOM
& SIDES OF TRENCH

MIN." MIN. 'OMPACTED SUBGRADE

CURB

XISTING EQUIPMENT

‘OUNDATION GRADE LUMBER OR RECYCLED
PLASTIC. ATTACH WITH S.S CONCRETE
SCREWS & WASHERS @ 18" O.C.

LED SYNTHETIC TURF SYSTEM

-THOROUGHLY COMPACTED MATERIAL AT EDGE

'REE DRAINING FINISHING STONE,
LASER GRADE ONLY

‘REE DRAINING BASE STONE

EOTEXTILE FABRIC

'OMPACTED SUBGRADE

EQUIPMENT

GAMECHANGER

3C-52H

L] SPORTURF

WWW.SPORTURF.COM

800-798-1056




